LONDON COUNTY COUNCIL (Isle of Dogs Pumping Station).

TWO SETS OF 30 in. CENTRIFUGAL PUMPS, direct coupled to gas engines, each to deliver 21.5 million gallons per 24 hours against a head of 30 feet.

LONDON COUNTY COUNCIL (North Woolwich Pumping Station).

TWO CENTRIFUGAL PUMPS, each to deliver 7.25 million gallons of water per 24 hours against a head of 45 feet.

LONDON COUNTY COUNCIL (Crossness Outfall).

TWO SETS OF CENTRIFUGAL PUMPS, for dealing with crude sludge, each to deliver 7.25 million gallons per 24 hours against a total head of 60 feet.

LONDON COUNTY COUNCIL, (Shad Thames).

THREE SETS OF CENTRIFUGAL PUMPS, direct coupled to vertical gas engines, each to deliver 21.5 million gallons of storm water per 24 hours against a head of 30 feet.

KARACHI WATER WORKS.

ONE DOUBLE BARREL WELL PUMP, buckets 30 in. diam. by 6 ft. 0 in. stroke, capacity 5 million gallons per day from a depth of 90 feet below engine house floor.

RICKMANSWORTH & UXBRIDGE VALLEY WATER Co.

ONE SET OF DOUBLE BUCKET BOREHOLE PUMPS, buckets 26 in. diam. by 3 ft. 6 in. stroke, capacity 3 million gallons per day from a depth of 180 ft., total gauge head 210 ft.

SOUTHBEND WATERWORKS Co.

TWO VERTICAL INVERTED TRIPLE EXPANSION PUMPING ENGINES, each driving High and Low Lift Pumps.

High Pressure Cylinder 20 in. diam. 35
Inter 50
Low

High Lift Plungers 10
Stroke 42
Low Lift Plungers 18
Stroke 30
Total Head H.L. 350 ft.
L.L. 75
Revolutions 30 per minute.
Capacity L.L. 4.1 millions per day.